
 Outdoor Decking  
Brochure

Tropical Bamboo Decking



African Bamboo bio-composite panels in  
Tropical Bamboo Decking are comprised of 
Ethiopian highland bamboo, Yushania alpina, 
sustainably sourced from the abundant bamboo 
forests of one of the world’s fastest growing 
economies. 

Our proprietary energy and time saving technology 
results in a product with a beautiful, characteristic 
bamboo grain, that is engineered for outdoor use 
with superior durability and dimensional stability. 

All of our decking panels are rigorously tested 
against the European (EN 15534−4) decking profiles 
standards and show outstanding performance in 
both residential and commercial application.

We provide a 20 year warranty on our product, 
within which any fault that is attributable to the 
manufacturer can be reclaimed. We guarantee that 
with proper care and maintenance, the surface 
appearance and soundness are maintained for a 
minimum of 5 years of service life. 

The boards are available in a range of natural hues and maintain an attractive patina when exposed to sunlight 
and moisture. Designed for hidden fasteners, the grooved planks allow for easy installation with common 
tools and accessories. We apply luxury finishing oils to provide a range of pleasing color tones and enable low 
maintenance, requiring only regular cleaning and oiling. 

affordable price
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easy installation

EU certified

highly durable

87% bamboo fiber water resistant

high stiffness & strength

rot and termite-proof

fire resistant

wide range of options

          |Tropical Bamboo Decking



  Surface Structure & Colours 

We provide our customers a range of choices of 
Tropical Bamboo Decking to select from. Our products 
come in five different surface structures (Smooth, 
Diamond, Structured, Hand-Scraped, and Finely-
Rippled), as well as in a variety of colours (Pine, Larch, 
Teak, Bangakirai and Silver Grey). The profiling styles 
include Rippled-Flat edge, Rippled to edge, and Ribbed-
Flat edge and center. 

Choose your favorite Tropical Bamboo Decking at 
www.african-bamboo.com.

Uses 

Tropical Bamboo Decking is intended for outdoor uses, 
e.g. terraces, pool surroundings, walkways, and also for 
commercial areas, such as shopping malls, auditoriums, 
or other areas where high traffic or heavy loads are 
experienced. 

Installation

Step 1.  Install a stable, and durable substructure with 
a maximum distance of 400 mm, e.g. from wood or 
aluminum. 

Step 2.  Use approximately 2% slope and assure good 
ventilation of the planks.

Step 3.  Fix the planks on the substructure using hidden 
fasteners, or alternatively with screws, following the 
specific instructions.

Step 4.  Clean properly after installation.

More detailed instructions on installation of Tropical 
Bamboo Decking are given in African Bamboo 
Installation & Maintenance Guide.

Care & Maintenance 

All sides of the African Bamboo products are pre-oiled 
with Remmers finishing oil in the corresponding colour 
tone, protecting against moisture, UV-rays, rot, blue 
stain, mold, and insects. The maintenance interval to 
apply a new coat of finishing oil varies from 3 years to 
half a year depending on the environmental conditions. 

To maintain superior performance of Tropical Bamboo 
Decking, we recommend to clean the floor at least 
once per year. Any damage, even superficial, that has 
occurred, should be repaired and recoated immediately 
after cleaning first. 

Further information on care & maintenance of Tropical 
Bamboo Decking may be found in African Bamboo 
Installation & Maintenance Guide.

Production Process

African Bamboo composite boards are made by 
compressing crushed Tropical Bamboo fibres in the form 
of a panel. 

The crushed fibres are first thermally treated at high 
temperatures to improve product durability. Then a 
binder is applied to the fibres, which are arranged in the 
form of a mat consisting of several layers of glued fibres. 
The mat is subsequently pressed under pressure and at 
a high temperature to form a panel with bulk density 
of 1,100 kg/m3. Post-press conditioning is required, 
before the final product is machined from the pressed 
composite board panels.

The final product is a bamboo-based composite board 
of a size up to 3,050 mm (length) by 140 mm (width) by 
20 mm (thickness).
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          |About Us  

Arican Bamboo provides cutting-edge solutions utilizing tropical bamboo-based natural fiber composite 
materials. We believe real comfort only resides in forms of luxury that positively impact our world, our loved 
ones, and our very existence. This fundamental philosophy drives our research and innovation, sourcing, 
and engineering processes, which is manifested in the premium services and products that we offer you and 
your customers. Our philosophy is based on five core values, which guide us in our everyday life: Disrupt 
Thoughtfully, Think Diligently, Act Responsibly, Respect Unequivocally, and Trace Value.

Disrupt Thoughtfully 

We put effort to ensure every possible 
improvement is identified, tested 

and made, and uncharted areas are 
examined. This is our unrelenting 

commitment to innovation.

Think Dilligently

From product to business design, big picture 
to minute details, we diligently explore the 
solutions and products we propose, testing 
them under the harshest conditions against 

the highest standards to ensure that we 
deliver only the best.

Act Responsibly 

We don’t hurt trees and we don’t harm the 
environment to grow bamboo. African Bamboo raw 
material is sourced from natural bamboo forests and 
small holder bamboo farmers. These resources are 
managed and harvested using the internationally 

recognized Forestry Stewardship Council’s 
(FSC) standards to ensure sustainable forestry 

management.

Respect Unequivocally

Everything starts with our communities.  
It is these people and society at large we 
strive to keep a solid commitment to in 

every endeavor and product we create. This 
is our community, our ground zero.

Trace Value 

Traceable practices and high quality 
standards enable each member of our 

community to demonstrate accountability 
to the shared values African Bamboo is 

founded on.

African Bamboo bio-composite panels are comprised of Ethiopian highland bamboo, Yushania alpina, 
which grows in the rainy highlands of North-Western and Southern Ethiopia at an altitude of 2,200 to 
3,500 metres. The photo is taken from our bamboo forest in the West Arsi region, where our forestry 

division currently manages a total catchment area of 33,000 ha.
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For further infromation,  
visit us at www.african-bamboo.com  

or contact us directly  
info@african-bamboo.com

http://www.african-bamboo.com
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African Bamboo BV
Kingsfordweg 151  
1043 GR Amsterdam, Netherlands
+31 204 91 91 91 
sales@african-bamboo.com

African Bamboo PLC
Sub-city Nifas Silk Lafto 
43165 Addis Ababa, Ethiopia
+251 113 718 753 
info@african-bamboo.com
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